
Temperature Sensor, Type ITS

Product
group 720

PN

20

Max. Allow. OP at ambient temp.

Tmin 0 °C, Tmax +60 °C
Plastic

PPSU

for 

tube 

OD

DN

Allow. OP [bar] at 

medium temp.
Kv-value 

water 

[l/min]

L6

Sen-

sor-

type

Nominal

resistance

NTC at 25 °C

Pt100 at 0 °C

R 
Toler-
ance

B value
R25/85

B 
Toler-
ance

Sealant
material

Type
Order

number

20 °C 100 °C135 °C

4 2.5 20 16 10 2.4 38 NTC 10 kOhm ±1 % 3977 K ±1 %
FKM
(FDA-

compliant)

ITS-958P3-4FF-
NTC10

390517

4 2.5 20 16 10 2.4 38 NTC 10 kOhm ±1 % 3977 K ±1 %
EPDM 
(FDA-

compliant)

ITS-958P3-4PF-
NTC10

390521

6 4.0 20 16 10 8.1 39 NTC 10 kOhm ±1 % 3977 K ±1 %
FKM
(FDA-

compliant)

ITS-958P3-6FF-
NTC10

390518

6 4.0 20 16 10 8.1 39 NTC 10 kOhm ±1 % 3977 K ±1 %
EPDM 
(FDA-

compliant)

ITS 958P3-6PF 
NTC10

390522

4 2.5 20 16 10 2.4 38 NTC 47 kOhm ±1 % 3690 K ±1 %
FKM
(FDA-

compliant)

ITS-958P3-4FF-
NTC47

390508

4 2.5 20 16 10 2.4 38 NTC 47 kOhm ±1 % 3690 K ±1 %
EPDM 
(FDA-

compliant)

ITS-958P3-4PF-
NTC47

390509

6 4.0 20 16 10 8.1 39 NTC 47 kOhm ±1 % 3690 K ±1 %
FKM
(FDA-

compliant)

ITS-958P3-6FF-
NTC47

390510

6 4.0 20 16 10 8.1 39 NTC 47 kOhm ±1 % 3690 K ±1 %
EPDM 
(FDA-

compliant)

ITS 958P3-6PF 
NTC47

390511

4 2.5 20 16 10 2.4 38 Pt100 100 Ohm Kl. B - -
FKM
(FDA-

compliant)

ITS-958P3-4FF-
PT100

390519

4 2.5 20 16 10 2.4 38 Pt100 100 Ohm Kl. B - -
EPDM 
(FDA-

compliant)

ITS-958P3-4PF-
PT100

390523

6 4.0 20 16 10 8.1 39 Pt100 100 Ohm Kl. B - -
FKM
(FDA-

compliant)

ITS-958P3-6FF-
PT100

390520

6 4.0 20 16 10 8.1 39 Pt100 100 Ohm Kl. B - -
EPDM 
(FDA-

compliant)

ITS-958P3-6PF-
PT100

390524
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Temperature T in °C

NTC 10k

NTC 47k

Pt100

Characteristic Curve -10 °C to +135 °C 0-250 kΩ

Illustration


