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2/2-Way Solenoid Valve - Type EAV Series 700

Product
group 51

“A” normally closed
(closing with flow)

Stainless 

Steel

Version DN

Kv-value 

water 

[m3/h]

QNn-

value air 

[l/min]

For 

tube D
PN

Sealing 
material

Type
Order 

number
Price

1.2 0.05 50 6 20/12.5 FKM EAV-713X4M-A12-6FFK-00 686300 o. r.

1.5 0.06 68 6 20/6 FKM EAV-713X4M-A15-6FFK-00 686301 o. r.

2 0.12 145 6 16/4 FKM EAV-713X4M-A20-6FFK-00 686302 o. r.

3 0.21 210 6 10/2 FKM EAV-713X4M-A30-6FFK-00 686303 o. r.

Permitted Operating Pressure for 2/2-Way Solenoid Valve - Type EAV Series 700

“A” normally closed
(closing with flow)

DN Type PN

Combinable solenoid coils Permitted operating pressure [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC

90 %U
N

Medium temperature

DC

90 %U
N

Medium temperature

DC

100 %U
N

Medium temperature
AC

50 Hz

[VA]

AC

60 Hz

[VA]

DC

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

1.2 EAV-713X4M-A12.. 40/12,5

E22...L. - - 2.5 - - - - - - 15 10 9 8 6 4 9 9 7

E22...M. - - 5 - - - - - - 30 25 20 20 18 15 25 22 20

E22...H. - - 8 - - - - - - 40 35 30 30 25 20 38 32 28

E30...P. - - 8 - - - - - - 40 35 30 40 35 30 40 35 30

1.5 EAV-713X4M-A15.. 32/6

E22...L. - - 2.5 - - - - - - 7 5 4 4 3 2 6 5 4

E22...M. - - 5 - - - - - - 18 16 14 12 10 8 16 14 13

E22...H. - - 8 - - - - - - 25 20 18 17 13 10 20 18 15

E30...P. - - 8 - - - - - - 35 30 25 28 25 21 30 28 26

2 EAV-713X4M-A20.. 12,5/4

E22...L. - - 2.5 - - - - - - 4 3 2.5 2.5 1.5 1 3 2.5 2

E22...M. - - 5 - - - - - - 11 8 7 6 5 4.5 8 7 6

E22...H. - - 8 - - - - - - 16 14 11 10 8 7 12 10 8

E30...P. - - 8 - - - - - - 18 15 13 17 15 14 20 18 16

3 EAV-713X4M-A30.. 10/2

E22...L. - - 2.5 - - - - - - 2 1.5 1.2 1.2 0.9 0.7 1.8 1.4 0.8

E22...M. - - 5 - - - - - - 3.5 3 2.8 2.5 2 1.5 3 2.5 2

E22...H. - - 8 - - - - - - 9 7 6 5 4 3 6 5 4

E30...P. - - 8 - - - - - - 11 9 7 9 7 6 10 9 8

1

2



Permitted Excess Operating Pressure OP for 2/2-Way Solenoid Valve - Type EAV Series 700

“B” normally open
(closing against current)

DN Type PN

Combinable solenoid coils Permitted operating pressure [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

1.2 EAV-713-B12.. 16

E22...M. - - 5 - - - - - - 16 16 16 16 16 16 16 16 16

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

1.5 EAV-713-B15.. 10

E22...M. - - 5 - - - - - - 10 10 10 10 10 9 10 10 10

E22...H. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

E30...P. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

2 EAV-713-B18.. 8

E22...M. - - 5 - - - - - - 8 8 8 7 7 8 8 8 8

E22...H. - - 8 - - - - - - 8 8 8 8 8 8 8 8 8

E30...P. - - 8 - - - - - - 8 8 8 8 8 8 8 8 8

2/2-Way Solenoid Valve - Type EAV Series 700

Product
group 51

“B” normally open
(closing against current)

Permitted operating 

pressure table below
Stainless 

Steel

Version DN

Kv-value 

water 

[m3/h]

QNn-

value air 

[l/min]

For tube

D
PN

Sealing 
material

Type
Order 

number
Price

1.2 0.05 48 6 16 FKM EAV-713X4M-B12-6FFK-00 686335 o. r.

1.5 0.06 65 6 10 FKM EAV-713X4M-B15-6FFK-00 686336 o. r.

1.8 0.1 110 6 8 FKM EAV-713X4M-B18-6FFK-00 686337 o. r.

1

2
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Permitted Operating Pressure for 3/2-Way Solenoid Valve - Type EAV Series 700

“C” normaly closed with “1”, “2” to “3” 
discharged (closing against current)

DN Type PN

Combinable solenoid coils Permitted operating pressure [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

1.2 EAV-713-C12.. 12.5

E22...M. - - 5 - - - - - - 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

E22...H. - - 8 - - - - - - 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

E30...P. - - 8 - - - - - - 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

1.5 EAV-713-C15.. 10

E22...M. - - 5 - - - - - - 10 10 10 10 10 10 10 10 10

E22...H. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

E30...P. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

1.8 EAV-713-C18.. 10

E22...M. - - 5 - - - - - - 8 8 8 8 8 8 8 8 8

E22...H. - - 8 - - - - - - 8 8 8 8 8 8 8 8 8

E30...P. - - 8 - - - - - - 8 8 8 8 8 8 8 8 8
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3/2-Way Solenoid Valve - Type EAV Series 700

Product
group 51

“C” normaly closed with “1”, “2” to “3” 
discharged (closing against current)

Stainless 

Steel

Version DN

Kv-value 

Water 

[m3/h]

QNn-

value air 

[l/min]

For tube

D
PN

Sealing 
material

Type
Order 

number
Price

1.2

1 > 2
0,05
2 > 3
0,06

1 > 2
50

2 > 3
65

6 12,5 FKM EAV-713X4M-C12-6FFK-00 686321 o. r.

1.5

1 > 2
0,06
2 > 3
0,10

1 > 2
68

2 > 3
115

6 10 FKM EAV-713X4M-C15-6FFK-00 686322 o. r.

2

1 > 2
0,09
2 > 3
0,08

1 > 2
124

2 > 3
110

6 6 FKM EAV-713X4M-C20-6FFK-00 686323 o. r.

3

1 > 2
0,1

2 > 3
0,08

1 > 2
165

2 > 3
110

6 4 FKM EAV-713X4M-C30-6FFK-00 686324 o. r.

3

2

1



Permitted Operating Pressure for 3/2-Way Solenoid Valve - Type EAV Series 700

“D” in 0 position “1” to “2” open, “3” 
closed (closing against current)

DN Type PN

Combinable solenoid coils Permitted operating pressure [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC

90 %U
N

Medium temperature

DC

90 %U
N

Medium temperature

DC

100 %U
N

Medium temperature
AC

50 Hz

[VA]

AC

60 Hz

[VA]

DC

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60°C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

1.2 EAV-713-D12.. 16

E22...M. - - 5 - - - - - - 16 16 16 16 16 16 16 16 16

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

1.5 EAV-713-D15.. 10

E22...M. - - 5 - - - - - - 10 10 10 10 10 9 10 10 10

E22...H. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

E30...P. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

1.8 EAV-713-D18.. 8

E22...M. - - 5 - - - - - - 8 8 8 7 7 8 8 8 8

E22...H. - - 8 - - - - - - 8 8 8 8 8 8 8 8 8

E30...P. - - 8 - - - - - - 8 8 8 8 8 8 8 8 8
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3/2-Way Solenoid Valve Type EAV Series 700

Product
group 51

“D” in 0 position “1” to “2” open, “3” 
closed (closing against current)

Permitted operating 

pressure Table below
Stainless 

Steel

Version DN

Kv-value 

water 

[m3/h]

QNn-

value air 

[l/min]

For tube

D
PN

Sealing 
material

Type
Order 

number
Price

1.2

1 > 2
0,05
2 > 3
0,06

1 > 2
48

2 > 3
68

6 16 FKM EAV-713X4M-D12-6FFK-00 686357 o. r.

1.5

1 > 2
0,06
2 > 3
0,11

1 > 2
68

2 > 3
125

6 10 FKM EAV-713X4M-D15-6FFK-00 686358 o. r.

1.8

1 > 2
0,10
2 > 3
0,11

1 > 2
115

2 > 3
125

6 8 FKM EAV-713X4M-D18-6FFK-00 686359 o. r.

1

2

3


