
2/2-Way Solenoid Valve - Type EGV Series 100

Product
group 53

Function “A” normally 
closed

low noise and impact-free closing, for neutral, 
gaseous or fluids

Brass

Version DN
Kv-value water 

[m3/h]
G PN

Possible Type 
of power

Sealing 
material

Type 

(Partial solenoid valve 

without solenoid coil)

Order 
number

Price

Valve without solenoid coil

Permitted operating pressure 0.2 bar 
up to value according to table below.

1

2

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111-A78-1/2BN-00 613501 o. r. 

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111-A78-1/2PN-00 613503 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111-A78-1/2FN-00 613505 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111-A78-3/4BN-00 613521 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111-A78-3/4PN-00 613523 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111-A78-3/4FN-00 613525 o. r. 

25 16.8 G 1 16/8 AC/DC NBR EGV-111-A78-1BN-00 613551 o. r. 

25 16.8 G 1 16/8 AC/DC EPDM EGV-111-A78-1PN-00 613553 o. r. 

25 16.8 G 1 16/8 AC/DC FKM EGV-111-A78-1FN-00 613555 o. r. 

32 21 G 1 1/4 16/8 AC/DC NBR EGV-111-A78-5/4BN-00 613571 o. r. 

32 21 G 1 1/4 16/8 AC/DC EPDM EGV-111-A78-5/4PN-00 613573 o. r. 

32 21 G 1 1/4 16/8 AC/DC FKM EGV-111-A78-5/4FN-00 613575 o. r. 

40 29.5 G 1 1/2 16/8 AC/DC NBR EGV-111-A78-6/4BN-00 613601 o. r. 

40 29.5 G 1 1/2 16/8 AC/DC EPDM EGV-111-A78-6/4PN-00 613603 o. r. 

40 29.5 G 1 1/2 16/8 AC/DC FKM EGV-111-A78-6/4FN-00 613605 o. r. 

50 35 G 2 16/8 AC/DC NBR EGV-111-A78-2BN-00 613621 o. r. 

50 35 G 2 16/8 AC/DC EPDM EGV-111-A78-2PN-00 613623 o. r. 

50 35 G 2 16/8 AC/DC FKM EGV-111-A78-2FN-00 613625 o. r. 

Variations

2/2-way intermediate flange 
solenoid valve
Flange-side 4 through bores: 
Type EGV-111-AHL-...

2/2-way flange mount 
solenoid valve
Flange-side pressure inlet
Type EGV-111-AH9-...

2/2-way flange mount
Solenoid valve
Thread-side pressure inlet
Type EGV-111-A7L-

2/2-way solenoid valve
Rapid function version
with 3/2-way servo-control
especially for compressed air
Type EGV-161-A96-...BP-00

Options

Manual override
Type EGV-112-...
This limits:
permitted operating 
pressure: 12.5 bar
permitted Medium 
temperature: max. 60 °C

Bras
s 

com
pone

nts 

chem
icall

y 

nicke
l-pla

ted

increases resistance to 
corrosion and replaces 
stainless steel valves cost-
effectively for many flow media
Type EGV-111Q-...

Membrane made of other
material:
CR (chloroprene)
optimal for compressed air
HNBR (NBR with higher
nitrile content)
specially for certain 
synthetic oils

Non-return valve integrated 
outlet-side in the gate unit
Type EGV-111-A78-./.T-..
This only blocks up to the 
following pressure difference:
DN 15 to DN 32: 10 bar
DN 40 to DN 50: 8 bar

EX protection

Type EGV-1004-A..
-230/5normal EEX m II T5
or -024/ = -EEX m II T5
respectively with 3m cable 
A fuse (max. 3 x INenn) 
must be installed before the 
solenoid valve!

Permitted  Operating Pressure OP

DN Type PN

Combinable solenoid coil Permitted operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

15 to 
32

EGV-111-A..

16/8

E22...L. 3.5 on req. 2.5 8 on req. on req. 7 on req. on req. 6 5 4 4 3 2 6 5 4

E22...M. 5.5 5 5 16 16 16 16 16 16 16 16 14 12 10 8 15 13 12

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16

40 
and 
50

16/8

E22...L. 3.5 on req. 2.5 8 on req. on req. 7 on req. on req. 5 4 3 3 2 2 5 4 3

E22...M. 5.5 5 5 16 16 16 16 16 16 12 10 8 8 7 6 12 10 9

E22...H. - - 8 - - - - - - 16 16 16 12 10 9 16 14 10

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16



2/2-Way Solenoid Valve - Type EGV Series 100

Product
group 53

Function “B” 
normally open

low noise and impact-free closing, for neutral, 
gaseous or fluids

Brass

Version DN
Kv-value water 

[m3/h]
G PN

Possible Type 
of power

Sealing 
material

Type 

(Partial solenoid valve 

without solenoid coil)

Order 
number

Price

Valve without solenoid coil

Permitted operating pressure 0.2 bar 
up to value according to table below.

1

2

15 5.6 G 1/2 16 AC/DC NBR EGV-111-B96-1/2BP-00 613701 o. r. 

15 5.6 G 1/2 16 AC/DC EPDM EGV-111-B96-1/2PP-00 613703 o. r. 

15 5.6 G 1/2 16 AC/DC FKM EGV-111-B96-1/2FP-00 613705 o. r. 

20 7.6 G 3/4 16 AC/DC NBR EGV-111-B96-3/4BP-00 613721 o. r. 

20 7.6 G 3/4 16 AC/DC EPDM EGV-111-B96-3/4PP-00 613723 o. r. 

20 7.6 G 3/4 16 AC/DC FKM EGV-111-B96-3/4FP-00 613725 o. r. 

25 16.8 G 1 16 AC/DC NBR EGV-111-B96-1BP-00 613751 o. r. 

25 16.8 G 1 16 AC/DC EPDM EGV-111-B96-1PP-00 613753 o. r. 

25 16.8 G 1 16 AC/DC FKM EGV-111-B96-1FP-00 613755 o. r. 

32 21 G 1 1/4 16 AC/DC NBR EGV-111-B96-5/4BP-00 613771 o. r. 

32 21 G 1 1/4 16 AC/DC EPDM EGV-111-B96-5/4PP-00 613773 o. r. 

32 21 G 1 1/4 16 AC/DC FKM EGV-111-B96-5/4FP-00 613775 o. r. 

40 29.5 G 1 1/2 16 AC/DC NBR EGV-111-B96-6/4BP-00 613801 o. r. 

40 29.5 G 1 1/2 16 AC/DC EPDM EGV-111-B96-6/4PP-00 613803 o. r. 

40 29.5 G 1 1/2 16 AC/DC FKM EGV-111-B96-6/4FP-00 613805 o. r. 

50 35 G 2 16 AC/DC NBR EGV-111-B96-2BP-00 613821 o. r. 

50 35 G 2 16 AC/DC EPDM EGV-111-B96-2PP-00 613823 o. r. 

50 35 G 2 16 AC/DC FKM EGV-111-B96-2FP-00 613825 o. r. 

Variations

2/2-way intermediate flange
Solenoid valve
Flange-side
4 through bores:
Type EGV-111-BLH-...

2/2-way flange mount
Solenoid valve
Flange-side
pressure inlet
Type EGV-111-BL7-...

2/2-way flange mount 
Solenoid valve
Thread-side
pressure inlet
Type EGV-111-B9H-...

Options

Manual override
Type EGV-112-...
This limits:
permitted operating 
pressure:
12.5 bar
permitted 
Medium temperature:
max. 60 °C

increases resistance to 
corrosion and replaces 
stainless steel valves 
cost-effectively for many fluids
Type EGV-111Q-...

Membrane made of other
material:
CR (chloroprene)
optimal for compressed 
air HNBR (NBR with higher
nitrile content)
specially for certain 
synthetic oils

Non-return valve integrated in 
the outlet-side of the closure
Type EGV-111-B96-./.T-..
This isolat only up to 
the following pressure 
difference:
DN 15 to DN 32: 10 bar
DN 40 to DN 50: 8 bar

Permitted  Operating Pressure OP

DN Type PN

Combinable solenoid coil Permitted  operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

15 to 
50 EGV-111-B.. 16

E22...L. 3.5 on req. 2.5 on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req.

E22...M. 5.5 5 5 16 16 16 16 16 16 16 16 on req. on req. on req. on req. on req. on req. on req.

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16



2/2-Way Solenoid Valve - Type EGV Series 100

Product
group 53

 
“C” in 0 position “1” closed, “2” 
after “3”discharged 

low noise and impact-free closing, for neutral, 
gaseous or fluids

Brass

Version DN
Kv-value water 

[m3/h]
G PN

Possible Type 
of power

Sealing 
material

Type 

(Partial solenoid valve 

without solenoid coil)

Order 
number

Price

Valve discharge seat ND 1.8
without solenoid coil

Permitted operating pressure 0.2 bar up to 
value according to table below.

1

2

3

15 5.6 G 1/2 12.5 AC/DC NBR EGV-121-C78-1/2BN-00 618801 o. r. 

15 5.6 G 1/2 12.5 AC/DC EPDM EGV-121-C78-1/2PN-00 618803 o. r. 

15 5.6 G 1/2 12.5 AC/DC FKM EGV-121-C78-1/2FN-00 618805 o. r. 

20 7.6 G 3/4 12.5 AC/DC NBR EGV-121-C78-3/4BN-00 618821 o. r. 

20 7.6 G 3/4 12.5 AC/DC EPDM EGV-121-C78-3/4PN-00 618823 o. r. 

20 7.6 G 3/4 12.5 AC/DC FKM EGV-121-C78-3/4FN-00 618825 o. r. 

25 16.8 G 1 12.5 AC/DC NBR EGV-121-C78-1BN-00 618851 o. r. 

25 16.8 G 1 12.5 AC/DC EPDM EGV-121-C78-1PN-00 618853 o. r. 

25 16.8 G 1 12.5 AC/DC FKM EGV-121-C78-1FN-00 618855 o. r. 

32 21 G 1 1/4 10 AC/DC NBR EGV-121-C78-5/4BN-00 618871 o. r. 

32 21 G 1 1/4 10 AC/DC EPDM EGV-121-C78-5/4PN-00 618873 o. r. 

32 21 G 1 1/4 10 AC/DC FKM EGV-121-C78-5/4FN-00 618875 o. r. 

40 29.5 G 1 1/2 10 AC/DC NBR EGV-121-C78-6/4BN-00 618901 o. r. 

40 29.5 G 1 1/2 10 AC/DC EPDM EGV-121-C78-6/4PN-00 618903 o. r. 

40 29.5 G 1 1/2 10 AC/DC FKM EGV-121-C78-6/4FN-00 618905 o. r. 

50 35 G 2 10 AC/DC NBR EGV-121-C78-2BN-00 618921 o. r. 

50 35 G 2 10 AC/DC EPDM EGV-121-C78-2PN-00 618923 o. r. 

50 35 G 2 10 AC/DC FKM EGV-121-C78-2FN-00 618925 o. r. 

Variations

2/2-way intermediate flange
Solenoid valve
Flange-side
4 through bores:
Type EGV-121-CHL-...

2/2-way flange mount
Solenoid valve
Flange-side
pressure inlet
Type EGV-121-CH9-...

2/2-way flange mount
Solenoid valve
Thread-side
pressure inlet
Type EGV-121-C7L-...

Options

Manual override
Type EGV-122-...
This limits:
permitted operating pressure: 12.5 bar
permitted Medium temperature: max. 60 °C

Membrane made of other material:
CR (chloroprene)
optimal for compressed air
HNBR (NBR with higher nitrile content)
specially for certain synthetic oils

increases resistance to corrosion,
and replaces stainless steel valves cost-effectively for many flow media
Type EGV-121Q-...

Permitted  Operating Pressure OP

DN Type PN

Combinable solenoid coil Permitted  operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

15 
to 
32

EGV-121-C.. 12.5

E22...L. 3.5 on req. 2.5 on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req.

E22...M. 5.5 5 5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

E22...H. - - 8 - - - - - - 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

E30...P. 12 10.5 8 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

40 
and 
50

EGV-121-C.. 10

E22...L. 3.5 on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req.

E22...M. 5.5 5 5 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10

E22...H. - - 8 - - - - - - 10 10 10 10 10 10 10 10 10

E30...P. 12 10.5 8 10 10 10 10 10 10 10 10 10 10 10 10 10 10 10



2/2-Way Solenoid Valve - Type EGV Series 100

Product
group 53

Function “Z” normally closed, auxilary 
pressure at X, at least 1 bar above OP.

low noise and impact-free closing, for neutral, 
gaseous or fluids

Brass

Version DN
Kv-value water 

[m3/h]
G PN

Possible type of 
power

Sealing 
material

Type 
Order 

number
Price

Valve without solenoid coil

Permitted operating pressure 0.2 bar 
up to value according to table below, 

double-sided isolating.

Permitted control pressure at “10”:
≥ Operating pressure, max. 16 bar

10

1(2)

2(1)

15 5.6 G 1/2 16 AC/DC NBR EGV-111-Z76-1/2BP-00 613901 o. r. 

15 5.6 G 1/2 16 AC/DC EPDM EGV-111-Z76-1/2PP-00 613903 o. r. 

15 5.6 G 1/2 16 AC/DC FKM EGV-111-Z76-1/2FP-00 613905 o. r. 

20 7.6 G 3/4 16 AC/DC NBR EGV-111-Z76-3/4BP-00 613911 o. r. 

20 7.6 G 3/4 16 AC/DC EPDM EGV-111-Z76-3/4PP-00 613913 o. r. 

20 7.6 G 3/4 16 AC/DC FKM EGV-111-Z76-3/4FP-00 613915 o. r. 

25 16.8 G 1 16 AC/DC NBR EGV-111-Z76-1BP-00 613921 o. r. 

25 16.8 G 1 16 AC/DC EPDM EGV-111-Z76-1PP-00 613923 o. r. 

25 16.8 G 1 16 AC/DC FKM EGV-111-Z76-1FP-00 613925 o. r. 

32 21 G 1 1/4 16 AC/DC NBR EGV-111-Z76-5/4BP-00 613931 o. r. 

32 21 G 1 1/4 16 AC/DC EPDM EGV-111-Z76-5/4PP-00 613933 o. r. 

32 21 G 1 1/4 16 AC/DC FKM EGV-111-Z76-5/4FP-00 613935 o. r. 

40 29.5 G 1 1/2 16 AC/DC NBR EGV-111-Z76-6/4BP-00 613941 o. r. 

40 29.5 G 1 1/2 16 AC/DC EPDM EGV-111-Z76-6/4PP-00 613943 o. r. 

40 29.5 G 1 1/2 16 AC/DC FKM EGV-111-Z76-6/4FP-00 613945 o. r. 

50 35 G 2 16 AC/DC NBR EGV-111-Z76-2BP-00 613961 o. r. 

50 35 G 2 16 AC/DC EPDM EGV-111-Z76-2PP-00 613963 o. r. 

50 35 G 2 16 AC/DC FKM EGV-111-Z76-2FP-00 613965 o. r. 

Variations

2/2-way intermediate flange
Solenoid valve
Flange-side
4 through bores:
Type EGV-111-ZHL-...

2/2-way flange mount
Solenoid valve
Flange-side
pressure inlet
Type EGV-111-ZH7-...

Options

Manual override
Type EGV-112-...
This limits:
permitted operating 
pressure:
12.5 bar
permitted 
Medium temperature:
max. 60 °C

increases resistance to 
corrosion and replaces 
stainless steel valves 
cost-effectively for medium
Type EGV-111Q-...

Membrane made of other
material:
CR (chloroprene)
optimal for compressed air
HNBR (NBR with higher
nitrile content)
specially for certain 
synthetic oils

normal pressure membrane 
requires no differential 
pressure to open, however 
to close it requires control 
pressure 1 bar above 
operating pressure
Type EGV-111-Z76-./..O-..

Connector G1/8 in
outlet-port flange for 
discharging the
control medium
Type EGV-111-Z74-..

Permitted  Operating Pressure OP

DN Type PN

Combinable solenoid coil Permitted  operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

15 to 
50 EGV-111-Z.. 16

E22...L. 3.5 on req. 2.5 on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req. on req.

E22...M. 5.5 5 5 16 16 16 16 16 16 16 16 on req. on req. on req. on req. on req. on req. on req.

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16



2/2-Way Solenoid Valve - Type EGR Series 100

Product
group 53

Function “C” closed in normal position, 
with secondary discharge

low noise and impact-free closing, for neutral, 
gaseous media (liquid optional)

Brass

Version
Secondary 
pressure 

[bar]
DN Flow air [l/min] G PN

Possible type 
of power

Sealing 
material

Type 
Order 

number
Price

Valve without solenoid coil
without pressure gauge

Permitted operating pressure 0.5 bar
up to value according to table below.

0.5 - 10 15 260 to 2,600 G 1/2 16 / 8 AC/DC NBR EGR-151-1C78-1/2BN-00 654201 o. r. 

0.5 - 3 15 260 to 2,600 G 1/2 16 / 8 AC/DC NBR EGR-151-3C78-1/2BN-00 654202 o. r. 

0.5 - 6 15 260 to 2,600 G 1/2 16 / 8 AC/DC NBR EGR-151-6C78-1/2BN-00 654203 o. r. 

0.5 - 10 20 360 to 3,600 G 3/4 16 / 8 AC/DC NBR EGR-151-1C78-3/4BN-00 654301 o. r. 

0.5 - 3 20 360 to 3,600 G 3/4 16 / 8 AC/DC NBR EGR-151-3C78-3/4BN-00 654302 o. r. 

0.5 - 6 20 360 to 3,600 G 3/4 16 / 8 AC/DC NBR EGR-151-6C78-3/4BN-00 654303 o. r. 

0.5 - 10 25 800 to 8,000 G 1 16 / 8 AC/DC NBR EGR-151-1C78-1BN-00 654401 o. r. 

0.5 - 3 25 800 to 8,000 G 1 16 / 8 AC/DC NBR EGR-151-3C78-1BN-00 654402 o. r. 

0.5 - 6 25 800 to 8,000 G 1 16 / 8 AC/DC NBR EGR-151-6C78-1BN-00 654403 o. r. 

0.5 - 10 32 1,000 to 10,000 G 1 1/4 16 / 8 AC/DC NBR EGR-151-1C78-5/4BN-00 654501 o. r. 

0.5 - 3 32 1,000 to 10,000 G 1 1/4 16 / 8 AC/DC NBR EGR-151-3C78-5/4BN-00 654502 o. r. 

0.5 - 6 32 1,000 to 10,000 G 1 1/4 16 / 8 AC/DC NBR EGR-151-6C78-5/4BN-00 654503 o. r. 

0.5 - 10 40 1,400 to 14,000 G 1 1/2 16 / 8 AC/DC NBR EGR-151-1C78-6/4BN-00 654601 o. r. 

0.5 - 3 40 1,400 to 14,000 G 1 1/2 16 / 8 AC/DC NBR EGR-151-3C78-6/4BN-00 654602 o. r. 

0.5 - 6 40 1,400 to 14,000 G 1 1/2 16 / 8 AC/DC NBR EGR-151-6C78-6/4BN-00 654603 o. r. 

0.5 - 10 50 1,650 to 16,500 G 2 16 / 8 AC/DC NBR EGR-151-1C78-2BN-00 654701 o. r. 

0.5 - 3 50 1,650 to 16,500 G 2 16 / 8 AC/DC NBR EGR-151-3C78-2BN-00 654702 o. r. 

0.5 - 6 50 1,650 to 16,500 G 2 16 / 8 AC/DC NBR EGR-151-6C78-2BN-00 654703 o. r. 

Variations

2/2-way intermediate flange 
solenoid valve with pressure 
regulator 
Flange-side 4 through bores:
Type EGR-151-.CHL-...

2/2-way flange mount solenoid 
valve with pressure regulator
Flange-side
pressure inlet
Type EGR-151-.CH9-...

2/2-way flange mount solenoid 
valve with pressure regulator
Thread-side
pressure inlet
Type EGR-151-.C7L-...

Options

Manual override
Type EGR-152-...
This limits:
permitted  operating 
pressure:
12.5 bar
permitted 
Medium temperature:
max. 60 °C

Bras
s 

com
pone

nts 

chem
icall

y 

nick
el-pl

ated

increases resistance to 
corrosion, and replaces 
stainless steel valves
cost-effectively
for many medium
Type EGR-151Q-...

Membrane made 
of other material:
CR (chloroprene)
optimal for compressed air
HNBR (NBR with higher
nitrile content)
specially for certain 
synthetic oils

1

2

without secondary discharge
ventilation of the pilot 
pressure regulator,
especially for fluids
Type EGR-151-.A78-...

Permitted  Operating Pressure OP

DN Type PN

Combinable solenoid coil Permitted  operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 60 °C 90 °C 60 °C 90 °C 60 °C 90 °C 60 °C 90 °C

15 
to 
32

EGR-151-C.. 16/8

E22...L. 3.5 on req. 2.5 8 on req. 7 on req. 6 5 4 3 6 5

E22...M. 5.5 5 5 16 16 16 16 16 16 12 10 15 13

E22...H. - - 8 - - - - 16 16 16 16 16 16

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16

40 
and 
50

EGR-151-C.. 16/8

E22...L. 3.5 on req. 2.5 8 on req. 7 on req. 5 4 3 2 5 4

E22...M. 5.5 5 5 16 16 16 16 12 10 8 7 12 10

E22...H. - - 8 - - - - 16 16 12 10 16 14

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16



2/2-Way Valve - Pressure Operated - Type PGV Series 100

Product
group 53

Function “A” normally 
closed

low noise functioning, for gaseous media, 
especially compressed air

Brass

Version
Controlpres-

sure [bar]
DN

QNn-value air 

[l/min]
G PN

Sealing 
material

Type 

(Partial solenoid valve 

without solenoid coil)

Order 
number

Price

2/2-way valve
pressure-operated by maintained 

compressed air 

Permitted operating pressure
0.2 to 16 bar

1

2

4 - 7 15 6100 G 1/2 16 NBR PGV-151-A96-1/2BP 614371 o. r. 

4 - 7 20 8300 G 3/4 16 NBR PGV-151-A96-3/4BP 614372 o. r. 

4 - 7 25 18400 G 1 16 NBR PGV-151-A96-1BP 614373 o. r. 

4 - 7 32 23400 G 11/4 16 NBR PGV-151-A96-5/4BP 614374 o. r. 

4 - 7 40 32400 G 11/2 16 NBR PGV-151-A96-6/4BP 614375 o. r. 

4 - 7 50 38400 G 2 16 NBR PGV-151-A96-2BP 614376 o. r. 

Variations

2/2-way
intermediate flange valve
Flange-side
4 through bores:
Type PGV-151-ALH-...

2/2-way flange mount valve
Flange-side
pressure inlet
Type PGV-151-AL7-...

2/2-way flange mount valve
Thread-sided
pressure inlet
Type PGV-151-A9H-...

Options

Membrane made of other
material:
CR (chloroprene)
optimal for compressed 
air HNBR (NBR with higher
nitrile content)
specially for certain 
synthetic oils

Bras
s 

com
pone

nts 

chem
icall

y 

nick
el-pl

ated

increases resistance 
to corrosion,
and replaces
stainless steel valves
cost-effectively
for many medium
Type PGV-151Q-...

Non-return valve integrated
outlet-side of the closure- 
unit
Type PGV-151-A96-./.T



Pressure Regulator Valve - Type RGV Series 100 with Secondary Discharge

Product
group 53

Low noise and impact-free control, for neutral, 
gaseous media (optional liquids)

Brass

Version
Secondary 
pressure 

[bar]
DN Flow air [l/min] G PN

Sealing 
material

Type
Order 

number
Price

Pressure regulator valve 
without pressure gauge

Permitted operating pressure
0.5 to 16 bar

0.5 - 10 15 260 to 2,600 G 1/2 16 NBR RGV-151-1C78-1/2BN 653201 o. r. 

0.5 - 3 15 260 to 2,600 G 1/2 16 NBR RGV-151-3C78-1/2BN 653202 o. r. 

0.5 - 6 15 260 to 2,600 G 1/2 16 NBR RGV-151-6C78-1/2BN 653203 o. r. 

0.5 - 10 20 360 to 3,600 G 3/4 16 NBR RGV-151-1C78-3/4BN 653301 o. r. 

0.5 - 3 20 360 to 3,600 G 3/4 16 NBR RGV-151-3C78-3/4BN 653302 o. r. 

0.5 - 6 20 360 to 3,600 G 3/4 16 NBR RGV-151-6C78-3/4BN 653303 o. r. 

0.5 - 10 25 800 to 8,000 G 1 16 NBR RGV-151-1C78-1BN 653401 o. r. 

0.5 - 3 25 800 to 8,000 G 1 16 NBR RGV-151-3C78-1BN 653402 o. r. 

0.5 - 6 25 800 to 8,000 G 1 16 NBR RGV-151-6C78-1BN 653403 o. r. 

0.5 - 10 32 1,000 to 10,000 G 1 1/4 16 NBR RGV-151-1C78-5/4BN 653501 o. r. 

0.5 - 3 32 1,000 to 10,000 G 1 1/4 16 NBR RGV-151-3C78-5/4BN 653502 o. r. 

0.5 - 6 32 1,000 to 10,000 G 1 1/4 16 NBR RGV-151-6C78-5/4BN 653503 o. r. 

0.5 - 10 40 1,400 to 14,000 G 1 1/2 16 NBR RGV-151-1C78-6/4BN 653601 o. r. 

0.5 - 3 40 1,400 to 14,000 G 1 1/2 16 NBR RGV-151-3C78-6/4BN 653602 o. r. 

0.5 - 6 40 1,400 to 14,000 G 1 1/2 16 NBR RGV-151-6C78-6/4BN 653603 o. r. 

0.5 - 10 50 1,650 to 16,500 G 2 16 NBR RGV-151-1C78-2BN 653701 o. r. 

0.5 - 3 50 1,650 to 16,500 G 2 16 NBR RGV-151-3C78-2BN 653702 o. r. 

0.5 - 6 50 1,650 to 16,500 G 2 16 NBR RGV-151-6C78-2BN 653703 o. r. 

Variations

Intermediate flange pressure 
regulator valve
Flange-side
4 through bores:
Type RGV-151-.CHL-...

Flange mount
Pressure regulator valve
Flange-side pressure inlet:
Type RGV-151-.CH9-...

Flange mount
Pressure regulator valve
Thread-side pressure inlet:
Type RGV-151-.C7L-...

Options

Membrane made of other
material:
CR (chloroprene)
optimal for compressed air
HNBR (NBR with higher
nitrile content)
specially for certain 
synthetic oils

Brass 

components 

chemically 

nickel-plated

increases resistance 
to corrosion,
and replaces stainless steel 
valves cost-effectively
for many medium
Type RGV-151Q-...

1

2 without secondary side
discharge of the pilot pres-
sure regulator,
especially for fluids
Type RGV-151-.A78-...



2/2-Way Solenoid Valve Battery - Type EGV Series 100

Product
group 53

Function “A” normally closed, distributor 
version

low noise and impact-free closing, 
for neutral, gaseous or fluids

Brass

Version DN

Kv-value 

water 

[m3/h]

G PN
Possible 
Type of 
power

Sealing 
material

Type 

(Partial solenoid valve 

without solenoid coil)

Order 
number

Price

Valve without solenoid coil

Permitted operating pressure 0.2 bar
up to value according to table below.

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111/V1-AH9-1/2BN-00 616901 o. r.

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111/V1-AH9-1/2PN-00 616951 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111/V1-AH9-1/2FN-00 617001 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111/V1-AH9-3/4BN-00 616911 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111/V1-AH9-3/4PN-00 616961 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111/V1-AH9-3/4FN-00 617011 o. r. 

Valve without solenoid coil, 2-fold battery 
or solenoid coil

Permitted operating pressure 0.2 bar
up to value according to table below.

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111/V2-AH9-1/2BN-00 616902 o. r.

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111/V2-AH9-1/2PN-00 616952 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111/V2-AH9-1/2FN-00 617002 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111/V2-AH9-3/4BN-00 616912 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111/V2-AH9-3/4PN-00 616962 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111/V2-AH9-3/4FN-00 617012 o. r. 

Valve without solenoid coil, 3-fold battery 
or solenoid coil

Permitted operating pressure 0.2 bar
up to value according to table below.

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111/V3-AH9-1/2BN-00 616903 o. r.

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111/V3-AH9-1/2PN-00 616953 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111/V3-AH9-1/2FN-00 617003 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111/V3-AH9-3/4BN-00 616913 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111/V3-AH9-3/4PN-00 616963 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111/V3-AH9-3/4FN-00 617013 o. r. 

Illustration
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Permitted  operating pressure OP

DN Type PN

Combinable solenoid coil Permitted  operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

15 to 
20 EGV-111/V.-A.. 16

E22...L. 3.5 on req. 2.5 on req. on req. on req. on req. on req. on req. 6 5 4 4 3 2 6 5 4

E22...M. 5.5 5 5 16 16 16 16 16 16 16 16 14 12 10 8 15 13 12

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16

Valve batteries series 100 can also be constructed mixed, 
with all valve Types, for all listed functions and with various 
options according to customer requirements. This is also 
Possible up to DN 50 (G 2) in special version. 

The number of valves is only limited by the efficiently 
manufactured overall length of the battery collector plate. 
Depending on DN this is 600 to 800 mm.

Solenoid valves, with pressure regulator, pressure operated 
valves or pressure regulator valves, can thus be flange-
mounted on a collector plate according to requirement, or 
also opposite laterally reversed.  Likewise the flow direction 
of the flange valves can be freely selected to a large extent. 
(Distributor or mixer version)

AVS-Römer furthermore manufactures so-called multi-
functional blocks, with integrated injectors, pressure sensors 
and similar.



2/2-Way Solenoid Valve Battery - Type EGV Series 100

Product
group 53

Function “A” normally closed, 
mixer version

low noise and impact-free closing, 
for neutral, gaseous or fluids

Brass

Version DN

Kv-value 

water 

[m3/h]

G PN
Possible 
Type of 
power

Sealing 
material

Type 

(Partial solenoid valve 

without solenoid coil)

Order 
number

Price

Valve without solenoid coil

Permitted operating pressure 0.2 bar
up to value according to table below.

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111/M1-A7L-1/2BN-00 616921 o. r.

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111/M1-A7L-1/2PN-00 616971 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111/M1-A7L-1/2FN-00 617021 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111/M1-A7L-3/4BN-00 616931 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111/M1-A7L-3/4PN-00 616981 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111/M1-A7L-3/4FN-00 617031 o. r. 

Valve without solenoid coil, 2-fold battery 
or solenoid coil

Permitted operating pressure 0.2 bar
up to value according to table below.

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111/M2-A7L-1/2BN-00 616922 o. r.

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111/M2-A7L-1/2PN-00 616972 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111/M2-A7L-1/2FN-00 617022 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111/M2-A7L-3/4BN-00 616932 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111/M2-A7L-3/4PN-00 616982 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111/M2-A7L-3/4FN-00 617032 o. r. 

Valve without solenoid coil, 3-fold battery 
or solenoid coil

Permitted operating pressure 0.2 bar
up to value according to table below.

15 5.6 G 1/2 16/8 AC/DC NBR EGV-111/M3-A7L-1/2BN-00 616923 o. r.

15 5.6 G 1/2 16/8 AC/DC EPDM EGV-111/M3-A7L-1/2PN-00 616973 o. r. 

15 5.6 G 1/2 16/8 AC/DC FKM EGV-111/M3-A7L-1/2FN-00 617023 o. r. 

20 7.6 G 3/4 16/8 AC/DC NBR EGV-111/M3-A7L-3/4BN-00 616933 o. r. 

20 7.6 G 3/4 16/8 AC/DC EPDM EGV-111/M3-A7L-3/4PN-00 616983 o. r. 

20 7.6 G 3/4 16/8 AC/DC FKM EGV-111/M3-A7L-3/4FN-00 617033 o. r. 

Illustration
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Permitted operating pressure OP

DN Type PN

Combinable solenoid coil Permitted  operating pressure OP [bar] at ambient temperature +60 °C

Type

Nominal power P
20 AC 50 Hz 

90 %U
N

Medium temperature

AC 60 Hz 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

90 %U
N

Medium temperature

DC 

100 %U
N

Medium temperature
AC 

50 Hz 

[VA]

AC 

60 Hz 

[VA]

DC 

[W]
60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C 60 °C 90 °C 130 °C

15 to 
20

EGV-111M.-A.. 16

E22...L. 3.5 on req. 2.5 on req. on req. on req. on req. on req. on req. 6 5 4 4 3 2 6 5 4

E22...M. 5.5 5 5 16 16 16 16 16 16 16 16 14 12 10 8 15 13 12

E22...H. - - 8 - - - - - - 16 16 16 16 16 16 16 16 16

E30...P. 12 10.5 8 16 16 16 16 16 16 16 16 16 16 16 16 16 16 16

The pressure value at port “2” may not exceed the values 
at inlets “1.1”, “1.2” or “1.3”, otherwise the version with 
integrated non-return valves should be selected. These 
isolate up to a pressure difference of 10 bar. Please do not 
hesitate to ask us if you have any questions.

Valve batteries series 100 can also be constructed combined, 
with all valve Types, for all listed functions and with various 
options according to customer requirements.

This is also Possible up to DN 50 (G 2) in special version. 
The number of valves is only limited by the efficiently 
manufactured overall length of the battery collector plate. 
Depending on DN this is 600 to 800 mm.

Solenoid valves, with pressure regulator, pressure operated 
valves or pressure regulator valves, can thus be flange-
mounted on a collector plate according to requirement, 
or also opposite laterally reversed. Likewise the flow direction 
of the flange valves can be freely selected to a large extent. 
(Distributor or mixer version) 

AVS-Römer furthermore manufactures so-called multi-
functional blocks, with integrated injectors, pressure sensors 
and similar.




