
IllustrationPressure Sensor - Type IPS

Product
group 730

Max. Allow. OP at ambient temp.

Tmin 0 °C, Tmax +60 °C
Plastic

PPSU

brown
0.5-4.5 V Output signal

black

red

GND Earth

yellow
+5 V Supply

Cable screen

LiCYC 3xAWG26

for 

tube 

OD

DN

Kv-value 

water 

[l/min]

PN

Allow. OP [bar] at 

medium temp. L L1 Seal material Type
Order

number
Price

20 °C 100 °C 140 °C

4 2.5 2.4 4 4 4 4 38 42
FKM (FDA-
compliant)

IPS-958P3-4FF-04 390564 o. r.

4 2.5 2.4 4 4 4 4 38 42
EPDM (FDA-
compliant)

IPS-958P3-4PF-04 390565 o. r.

4 2.5 2.4 16 16 12 6 38 42
FKM (FDA-
compliant)

IPS-958P3-4FF-16 390553 o. r.

4 2.5 2.4 16 16 12 6 38 42
EPDM (FDA-
compliant)

IPS-958P3-4PF-16 390554 o. r.

6 4 8.1 4 4 4 4 39 42
FKM (FDA-
compliant)

IPS-958P3-6FF-04 390562 o. r.

6 4 8.1 4 4 4 4 39 42
EPDM (FDA-
compliant)

IPS-958P3-6PF-04 390563 o. r.

6 4 8.1 16 16 12 6 39 42
FKM (FDA-
compliant)

IPS-958P3-6FF-16 390551 o. r.

6 4 8.1 16 16 12 6 39 42
EPDM (FDA-
compliant)

IPS-958P3-6PF-16 390552 o. r.

8 6 24 4 4 4 4 45 43
FKM (FDA-
compliant)

IPS-958P3-8FF-04 390576 o. r.

8 6 24 4 4 4 4 45 43
EPDM (FDA-
compliant)

IPS-958P3-8PF-04 390577 o. r.

8 6 24 16 16 12 6 45 43
FKM (FDA-
compliant)

IPS-958P3-8FF-16 390572 o. r.

8 6 24 16 16 12 6 45 43
EPDM (FDA-
compliant)

IPS-958P3-8PF-16 390573 o. r.
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Pressure p in bar

Characteristic Curve 0-4 bar or 0-16 bar 0.5-4.5 V (ratiometric)


